mulTicoNnTRACT

Product definition

Guage

Pile fibre

Pile weight

Number of knots ISO 1763
Pile height ISO 1766
Primary backing

Title backing

Total thickness ISO 1765
Total weight ISO 8543
Tile size EN 994
PERFORMANCE

Use classification EN 1307
Castor chair test EN 985
Abrasion EN 1963
Vettermann test ISOTR 10361 /EN 1471
Thermal isolation ISO 8302
Dimensional stability EN 986
Impact sound insulation ISO 10140
ELECTROSTATIC PROPERTIES

Walk on test EN 1815
Static loading

FLAME PROPERTIES

Reaction to fire EN 13501

COLOUR FASTNESS PROPERTIES

Light ISO 105 B02
Rubbing, dry ISO 105 X12
Rubbing, wet ISO 105 X12
Water ISO 105 EO1

Water stains EN 1307/F

PADOVA

: loop pile

:1/10”

: 100% polyamide
1650 g/m2+ 5%
1172000 + 5%
:3,0mm

: PA/PES non-woven
: Polyflex with glass fibre scrim
16,0 mm

: 4284 g/m?+ 5%
:50x50cm

: Class 33

: pass

: pass

: pass

10,15 m2K/W
:<0,2%

: 26 dB

1 <2kV
: anti-static

: Bfl-s1

: >5.0
050
: 5.0
1 4-5
1 4-5
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Textiles & Flooring Institute GmbH

Indoor Air Quality
Adhesive Testing Program

Emissionsgepriifter Bodenbelag carpet-rug.org

nach DIBt-Grundsétzen
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Multicontract Sp.z 0.0.
Catowanie 111 B
05-480 Karczew / Poland

Product group: PA6-1144
DOP: 1658-CPR-3333

Textile floor covering according to
EN 14041

intended for use within a building with the
following classes of reaction to fire
according to EN 13501-1
Bfl-s1

Standard : EN 14041:2004/AC:2006




